
SLIM PROFILE
Fits into smaller spaces between 20-30 sm and is 
only 10 cm from the wall

ADA COMPLIANT
Allows for better placement options

FLEXIBLE INTEGRATION
Fits into smaller spaces with multiple installation 
options—wall mounted, recessed into the wall or on 
its floor stand

AUTO-DETECTING TECHNOLOGY
Featuring patented EnviroSmart™ sensor 
technology that adjusts the machine to optimize 
performance

CLEANS THE AIR
Removes 99.9% of allergens and viruses using 
True HEPA filter while carbon filtration adsorbs 
odors and VOCs

Clean air in
smaller spaces.

AERAMAX
PRO II

Go beyond surface clean and capture 99.9% 
of airborne germs, viruses and more with the 
new AeraMax Professional II. Only 10 cm 
deep, it’s ideal for small common areas such 
as  restrooms, exam rooms and offices.
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STANDARD -1¾" HYBRID
Half Activated Carbon
Half TRUE HEPA with  
antimicrobial treatment

HEPA ONLY
1¾" TRUE HEPA with  
antimicrobial treatment

CARBON ONLY
1¾" Activated Carbon

CARBON BOOSTERS
Can be added to any filter 
option for additional odor/VOC 
adsorption

Suggested Usage Applications where viruses, 
germs and allergens and odors 
are of concern

Applications where viruses, 
germs and allergens are of 
concern

Applications with high odor 
or VOCs and germs, viruses 
and allergens are of minimal 
concern

Applications with high odor/
volatile organic compounds are 
of concern

Estimated 
Filter Life*

1 Year 2 Years 1 Year 6 Months

Item Numbers 9544501 9544301 9544601 9544401

FILTER SOLUTIONS

* Actual useful filter life will vary depending on application
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Item Number: 9416101

Dimensions (HxWxD): 574x355.6x101.6mm 

Weight of system  
(including filter):

4.8 kg

Sound pressure levels, each 
fan speed (dB):

45, 48, 51, 60, 64

Air Delivery, 5 speeds (CFM): 35, 43, 51, 64, 100

Power Requirements: 220-240v, 50 Hz, 2A

Power Consumption (watts): 5, 7, 11, 33, 55

Motor: Single motor: encased brushless DC motor, thermal 
and overcurrent protection, designed for low noise,  
long-term continuous use at high RPM

Air intake / outlet: Sides / Top

Control panel: Capacitive touch

Sensors: EnviroSmart™ - VOC, audio and motion

Housing material: UV stabilized ABS

Operating temperature / 
humidity level:

 10°C - 40°C / Up to 60%

Area Coverage: 20 - 30 sm

Warranty 3 Year Limited Warranty

SPECIFICATIONS

ACCESSORIES

CONFIGURATIONS
Floor standWall mount Recess wall mount

Item Number Dimensions

Recess kit 9540801 641.4 x 412.8 x 82.6 mm

Floor stand 9540901 386 x 229 x 216 mm
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